
Packaging Information

SIZE(CM) N.W/pc
(KGS) G.W.(KGS) Q'TY(PCS)

Carton 39*28*57 0.4 15 30

CTNS Q'TY(PCS) VOLUME(CBM)

20'' standard
container

442 13260 28

40'' standard
container

884 26520 56

www.upshine.com   info@upshine.com    Phone: +86 755 2919 7332
Add: 2nd building Dingfeng High-Tech Zone, Fuyuan 1st road, Fu Yong Sub-district, Bao'an, Shenzhen China

Installation

Install requirements

A-gap above the fitting 25mm

B-gap to the building material 25mm

C-gap to the thermal insulation 50mm

1. Open a hole according to the 
cutout size of led downlight.

2. Use screw-driver to 
open the driver terminal 
cover, feed the main AC 
wire L. N. in terminal 
block respectively, then 
fix the cover back. 

3. Connect the downlight 
with driver, hold back the 
spring clip then push the 
downlight into the hole. 

4. Make sure the downlight fixed 
tightly in ceiling, turn on the 
power (Fig 1).
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Alimentation électrique

Clora Lighting SA
 1. Créez un trou en fonction de la taille de découpe du downlight.

Clora Lighting SA
3. Connectez le downlight avec le driver, retenez le clip à ressort puis poussez le downlight dans le trou.
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2. Utilisez un tournevis pour ouvrir le couvercle du driver, introduisez le fil principal AC dans le bloc de raccordement, puis fixez le couvercle.
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4. Assurez-vous que le downlight est bien fixé au plafond et mettez-le sous tension


