
Installation Procedure

Turn Off power supply before starting any installation. Read instructions & check you have all the tools & accessories 
to complete the installation correctly.

1.Switch off before installation / maintenance.
2.Switch on only after complete installation and examination of the circuit.
3.Professional electrician for installation and maintenance only.

WARNING

     With pendant rod suspension installation

Driver Datasheet (DALI Dimmable )
Total load wattage 40W 60W 75W 100W

 
Output

Output Voltage range DC15-54V DC54-240V
Rated output current 900mA 500mA 550mA 700mA
Line Regulation ±3%
Setup, Rise Time -
Flickering Index <2%   IEEE1789  NO RISK <1%  IEEE1789  NO RISK 

 
Input

Input Voltage 198-264V
Rated Input Voltage(V) 220-240V
Frequency 50/60Hz
Input Current 0.23A 0.34A 0.42A 0.57A
Rated Input Current 0.21A 0.31A 0.41A 0.51A
Power Factor >0.9
THD <10% @220-240V
Efficiency 91% 92%
No load wattage not permitted <0.25W 

Protection
Short circuit protection Pass -
Over voltage protection Pass
Over temperature protection Pass

Safety &EMC

Withstand voltage

I/P-O/P:3.75KVac,<5mA 
60S;I/P-FG:1.6KVac,<5mA 

60S;O/
P-FG:0.5KVac,<5mA 60S

I/P-FG-1.6KV  <5mA 60S

Isolation Resistance I/P-O/P: 500VDC, ≥100M 
Ω

-

Surge  IEC/EN61000-4-5  (P≥25w L-N:1KV, L/N-PE:2KV)
EMC Emission EN55015, EN61000-3-2
EMC Immunity EN61000-4-2,3,4,5,6,8,11; EN61547

Clora Lighting SA



     Surface Mount  installation      Recessed installation



     With steel wire suspension installation      With wire harness suspension installation 


